
Ash - facts and maintenance

Latin: Fraxinus Excelsior

Ash is a useful species in many respects; 
it is hard, tough, easily split and easy to 
work with in general. Ash is one of the last 
trees to come into leaf in spring, and the 
first to lose its leaves in autumn. In Sweden 
it is called the King’s Tree.

Curious facts
According to Norse mythology, the first man on Earth came from an ash tree. His wife,
Embla, was created from an elm tree. The Icelandic name for ash is askr, which means spear. In 
ancient Greece the gods’ spears and arrows were made of ash.

Oiled ash internal doors (expired October 2017)
Ask your paint dealer for advice when buying oil. Bear in mind that there should not be too much 
solvent in the oil as it may smell too strong for use indoors. Oil the door with a cloth or sponge, 
then wipe off any excess. Repeat until the surface is saturated. If the wood fibres have lifted up, 
rub first with fine sandpaper in the direction of the grain.

Oiled ash interior door. 
From October 2017 and onwards, our oiled ash doors will be treated with Osmo Polyx-oil 3032 
clear, satin. If maintenance is needed, use Osmo wash and care (8016) or liquid wax cleaner. Con-
tact your local decorator or paint shop or visit www.welinoco.com.

Stained ash interior door (expired October 2017)
This door is stained by hand using an oil-based gloss 90 wood stain.
If the door needs to be stained again, use an equivalent wood stain. Ask your paint dealer for 
advice. Stain in thin coats following manufacturer’s instructions. If the wood fibres have lifted, rub 
first with fine sandpaper in the direction of the grain before staining.

Stained ash interior door
From October 2017 and onwards, our white stained ash doors will be treated with Osmo wood wax 
3188 snow. If maintenance is needed, use Osmo wash and care (8016) or liquid wax cleaner. Con-
tact your local decorator or paint shop or visit www.welinoco.com.

Painted ash interior door
This door is brush painted by hand with Jotun Lady gloss 40 paint.
Rub down with fine sandpaper (320 grit) in the direction of the grain. Remove sanding dust with 
compressed air or a soft brush. Wipe with a soft rag. It is now possible to add any one-component 
colour. Ask your paint dealer for advice.

Enjoy your ash door!
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